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EXHIBIT A
LEGAL DESCRIPTION:

PARCEL A:

ALL THAT PORTION OF THE SOUTHWEST QUARTER OF THE NORTHWEST QUARTER AND THE
NORTHWEST QUARTER OF THE SOUTHWEST QUARTER OF SECTION 12, TOWNSHIP 26 NORTH
RANGE 16, E.W.M., CHELAN COUNTY, WASHINGTON, LYING SOUTHERLY OF THE SOUTHERLY
RIGHT OF WAY LINE FOR PRIMARY STATE HIGHWAY (P.S.H.) 15 (NOW STATE ROUTE 2) AND
LYING NORTHERLY OF THE NORTHERLY RIGHT OF WAY LINE FOR THE BURLINGTON NORTHERN

SANTA FE RAILROAD;

TOGETHER WITH THAT PORTION OF RIGHT OF WAY FOR OLD P.S.H. 15 VACATED BY FINAL
ORDER OF THE CHELAN COUNTY COMMISSIONERS DATED AUGUST 30, 1976, RECORDED IN
BOOK 736 OF DEEDS, AT PAGE 1263, UNDER AUDITOR'S FILE NO. 764072, WHICH WOULD
ATTACH BY OPERATION OF LAW.

PARCEL B:

ALL THAT PORTION OF THE NORTH HALF OF THE NORTHEAST QUARTER OF THE SOUTHWEST
QUARTER OF SECTION 12, TOWNSHIP 26 NORTH, RANGE 16, E.W.M., LYING BETWEEN THE
SOUTHERLY RIGHT OF WAY LINE OF PRIMARY STATE HIGHWAY NO. 15 (NOW STATE ROUTE
NO. 2) AND THE NORTHERLY RIGHT OF WAY LINE OF BURLINGTON NORTHERN RAILROAD.
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INTRODUCTION AND PURPOSE OF GROUNDWATER STUDY

Grant County Public Utility District (Grant PUD) is planning the construction of hatchery-
related facilities in the Nason Creek basin located within the Wenatchee River Watershed
and Chelan County, WA. Three parcels were purchased by Grant PUD (Cascade Gardens,
Boyce and Youngsman) that are in close proximity to each other and located about 18 miles

west of Leavenworth. A site location map is shown in Figure 1.

The facilities planned by Grant PUD will require surface water and groundwater. The
purpose of this project is to investigate what groundwater resources are available in Nason
Creek near the parcels, provide recommendations for long-term safe yields for groundwater
and to estimate potential effects to nearby wells and to Nason Creek. The Boyce and
Youngsman parcels will likely contain the facilities based upon their size, location and

availability of water and the analyses are focused on those properties.

The volumes of groundwater desired range up to 2,400 gallons per minute (gpm) with the

peak demands occurring in late summer and early fall.

EXISTING GEOLOGIC AND HYDROLOGIC INFORMATION

Existing information and data is available to help characterize groundwater resources in the
project area. Well logs are available from Washington Department of Ecology, geologic maps
are available from the Washington Department of Natural Resources, GIS data is available
from Chelan County and LIDAR topographic data was prepared for Grant PUD. Streamflow
and stage data in Nason Creek are available from the Washington Department of Ecology and
from Grant PUD.

The geology of the project area is shown in Figure 2. The Nason Creek valley is comprised of
alluvial and glaciofluvial sediments deposited over bedrock consisting of sandstone and
schist. Groundwater is present in the sediments and is recharged from streamflow and
precipitation. Very little groundwater is available in the underlying bedrock formations.
There are a number of available well logs (locations of which are also shown on Figure 2)
that help characterize the type and thickness of sediment layers and occurrence of

groundwater. A review of well logs near the site show layers of sand and gravel interbedded

Nason Creek Groundwater Report Summary May 2009
Grant County PUD 1 060391-01
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with silty sand fining down to clay layers. Large producing wells need to be developed into a
thick layer of sands and gravels that is of a large areal extent. The intent of the groundwater
exploration program described in the following section was to determine whether those
conditions exist at the sites owned by Grant PUD, whether the 2,400 gpm demand can be
met at the sites and if not, what is the yield that can be obtained. Appendix A contains the
well logs shown on Figure 2, organized by Section, Township and Range. On Figure 2, well
logs shown with a “U” prefix were not located by parcel, whereas the other well logs were
located by parcel through information on the well log and verification of the name or
address with the Chelan County Assessors GIS database.

A stream gage was installed by Ecology near the mouth of Nason Creek in 2002. Data for the
gage is located at https://fortress.wa.gov/ecy/wrx/wrx/flows/station.asp?sta=45]J07. The
average flow for the period of record from 2002 to 2008 is provided in Figure 3. In addition
the flow for a drought year, 2005, is shown on the figure. The annual high flows generally
occur in response to snowmelt in May and June and average about 1,500 cfs. The lowest flow
occurs in late summer and early fall and range from 40 to 50 cfs. However in a dry year,

such as 2005, flows dropped to a low of 17 cfs.

Grant PUD installed a Hobo type pressure transducer in Nason Creek at the Boyce site. The
pressure transducer measured the depth of water at that location. Although information was
not collected to prepare a rating curve of depth vs. flow at the site the depth information is
useful in reviewing impacts determined by the groundwater model described in Section 4.

Figure 4 provides the pressure transducer data collected.

GROUNDWATER EXPLORATION PROGRAM

A groundwater exploration program was started at the Cascade Gardens site. Two test wells
were drilled in 2006 at that site. A geophysical investigation was performed in 2006 by
Golder Associates to review the geology at the Cascade Gardens and Boyce sites and help
guide the drilling program at the Boyce site. In 2007, a test well was completed at the Boyce
property and in 2008 a test well completed at the Youngsman site. A description of those

wells follows; Figure 5 shows the location of the wells.
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Cascade Gardens Test Wells

Two 12-inch wells were constructed at the Cascade Gardens site. Both wells were completed
to a depth of 120 feet below ground surface (bgs). The formations found in the wells were
primarily sand, silty gravel and gravels; however Well 2 had heaving sands. Well 1 had a
static water level of 34 feet bgs. A screen was installed in a sand and gravel formation from
95 to 115 ft bgs and a short pump test performed. A pumping rate of 50 gpm caused a 50 foot
drawdown and the pump test was stopped as sufficient flow was not obtained. Figure 6
shows the drawdown experienced during the test. Figure 7 shows the change in aquifer level
during the pump test at the domestic well located approximately 90 feet from Well 1. Well 2
had a static water level of 20 ft bgs, no screen was installed because of the limited flow

obtained from Well 1. The well logs for these two wells are provided in Appendix A.

Geophysical Investigation

Golder Associates was retained through Anchor QEA to perform a geophysical investigation
of the Cascade Gardens and Boyce sites. The geophysical investigation is provided in
Appendix B. Two seismic reflection lines were run; one between Well 1 and 2 at the

Cascade Gardens site and one starting at Nason Creek and running through most of the

Boyce property.

Golder interpreted the seismic data at the Cascade Gardens site as showing a thick sand unit
underlying the reflection line between Well 1 and 2. Below the bottom of Well 1, they
believe there would be unconsolidated layers of sand and gravel. Below Well 2, they believe
there would be a thick deposit of “heavy” sand underlain by unconsolidated layers of sand
and gravel. They recommended that Well 1 be deepened if further exploration for water

supply is carried out.

On the Boyce property, Golder interpreted the data to show an upper layer of silt and clay
down to about 135 feet bgs and three layers representing interbedded silt, sand and gravel
deposits below the silt and clay. They interpreted the top of bedrock to be 250 to 280 ft bgs.
A fault was found near the east end of the seismic line which corresponds to a major fault
shown on geologic maps. They believed a well drilled on the Boyce site would encounter
coarse-grained sediments between 150 feet and 250 feet bgs but a relatively thick layer of silt

may affect infiltration of water to deeper gravels.
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Boyce Property Well
This 12-inch well was drilled to a total depth of 275 ft where it encountered bedrock, the

approximate depth interpreted in the geophysics investigation. The formations found were
primarily silty sands and clay, but a sand and gravel layer was found from 245-254 ft bgs.
Unfortunately the casing became stuck and could not be pulled back to install a screen and
no pump test could be performed. The well was abandoned. The well log for this well is
provided in Appendix A.

Youngsman Property Well

A 6-inch test well was drilled to a depth of 178 feet. The formations encountered were fine
sands and gravels, silty sands and gravel and clay. Sand and gravel layers were found at 106-
135 feet bgs which looked most promising. The static water level was 29.5 ft bgs. A screen
was set between 115 and 130 ft bgs and a 12-hour pump test performed. The well log is
provided in Appendix A.

Results of Youngsman Pump Test

The pump test rate was 206 gpm; the maximum drawdown during the test was 32.5 ft. Figure
8 shows the results of the pump test and recovery period. The test results indicate the specific
capacity of well is 6.3 gpm/ft drawdown. The estimated available drawdown from the static
water level is 85 feet; therefore the potential yield of a well at that location is 535 gpm.

Aquifer properties were estimated from the pump test however no nearby monitoring wells
were available (the closest well was about 2000 ft away) and additional pump tests will need
to be performed when an additional well is drilled to confirm those properties. The aquifer
properties were estimated using the Theis method with AquiferTest Pro software and are
summarized in Table 1. An aquifer thickness of 29 feet was used for the calculations. The
tansmissivity value is estimated to be 1,910 ft?/day (14,300 gallons per day/ft) and 65.9 ft/day
(493 gallons per day per square foot) for hydraulic conductivity. The storage coefficient is
estimated to be 0.00014. Appendix C provides summary information for the aquifer test.
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Table 1
Aquifer Properties
Transmissivity (ft*/day) K (ft/day) Storage Coefficient
1.91x10° 6.59 x 10 1.14 x 10

The recovery period was monitored and aquifer properties estimated using the Agarwal
method, also with the AquiferTest Pro software. The estimated transmissivity is 1580 ft¥day
(11,800 gallons per day/ft) and 5.4 ft/day (40.7 gallons per day per square foot) for hydraulic
conductivity. The storage coefficient was calculated to be much less than the pump test
coefficient at 2 x10->. These aquifer properties will be revisited with additional pump tests

using a monitoring well on the site.

POTENTIAL EFFECTS ON NEARBY WELLS AND NASON CREEK

To determine effects on nearby wells from the potential drawdown of the aquifer (cone of

depression), the following data is needed:

e Pumping rate of production wells
o Aquifer areal extent, depths, thicknesses

¢ Aquifer properties
o Location of nearby wells and their depth and aquifer layer they are drawing from

¢ Location of streams and aquifer boundaries that restrict flow

To determine the effect on Nason Creek and other nearby water bodies, streamflow and flow

depth information is needed as well as the hydraulic conductance of the streambed.

A groundwater model was determined to be the best method of determining impacts as it can
quickly review different scenarios of pumping rates and pumping locations. The
groundwater model used was the USGS Modflow model. The model is a modular finite
difference groundwater flow model, is an open source model and is the most commonly used

groundwater model.
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Discussion of Groundwater Model

The groundwater model was developed using stratigraphy obtained from well logs. The well
logs were located using best possible information (addresses, lot numbers, names on tax
parcels) and the elevation of the top of the well estimated using the Lidar topographic data.
The water levels at each well were estimated using water levels recorded on the well logs
and the estimated elevations of the top of the well. Sediment layers were identified and input
into a database and the stratigraphy of the Nason Creek valley determined. Figure 9 and 10
show the stratigraphy developed from the well logs. The Modflow model used a grid cell size
of 250 feet. Figure 11 shows the grid cells used in the model as well as the wells with water
levels that were used in the calibration of the model. Aquifer properties used in the model
were first estimated from the Youngsman pump test and from typical values from literature
and then adjusted to calibrate the model. Figure 12 shows the model predicted aquifer heads
(water levels) versus observed from well logs. The modeling should be viewed as being
preliminary in nature as the well elevations are estimated and the information available
about aquifer properties is limited. However the model results can be used to guide the
groundwater investigations towards feasible scenarios of groundwater pumping. Additional
field data should be collected if the groundwater model is to be used for more precise

estimates of impacts to nearby wells and Nason Creek.

Assuming each well capacity is limited to 535 gpm (as determined in the Youngsman pump
test) we ran scenarios in the model using multiple wells with pumping rates less than 535
gpm. Model simulations with 2,400 gpm pumping rate produced dry cells suggesting that the
aquifer drawdown is likely to extend below the elevation of the screen in the Youngsman
well and will likely dry up the aquifer. The pumping rate would not be sustainable and even
if so, would cause large impacts to nearby wells. We decided to focus on smaller pumping
rates to arrive at a scenario with reasonable drawdowns and minimal effects on nearby wells
and on the water level in Nason Creek. Pumping rates of 1500, 1250 and 600 gpm were
modeled. The model calculates aquifer drawdown which are uniform over a grid cell i.e. the
model does not maintain a gradient within a cell, but rather only between the cells. Thus,
some accuracy is lost due to discretization. To accurately reflect actual conditions observed
during a pump test the model grid will have to be infinitesimally small. However, this is
computationally infeasible. Thus, the drawdown observed in the vicinity of a well during a

pump test is likely to be greater than the computed aquifer drawdown. However, the
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drawdowns simulated by the model over the area will be generally representative of actual
drawdowns. For example, the drawdown in the Youngsman test well was 32.5 feet at a
pumping rate of 206 gpm measured within the well casing which is greater than the aquifer
drawdown computed in the model for higher pumping rates within the grid cell

(dimensioned 250 ft by 250 ft) where pumping was simulated.

Results for 1500 GPM Pumping Rate

For this scenario, pumping from 3 wells strung between the Youngsman and Cascade
Gardens properties was simulated. Each well pumped at 500 gpm to spread effects out over a
wider area. The maximum aquifer drawdown was computed to be over 50 ft (see Figure 13)
and covers a wide area. This pumping rate could not be sustained without causing severe

impacts to nearby wells.

Results for 1250 GPM Pumping Rate

For this scenario, pumping from 5 wells strung between the Youngsman property and the
Cascade Gardens properties was simulated. Note that Grant PUD does not own those other
properties. Each well was pumped at 250 gpm to spread effects out over a wider area. The
maximum drawdown was similar to the 1500 gpm case; it was also estimated to be over 50 ft
(see Figure 14) and covers a wide area. This pumping rate could not be sustained without

causing severe impacts to nearby wells.

Results for 600 GPM Pumping Rate

For this scenario, pumping from 2 wells on opposite ends of Youngsman property was
simulated. The pumping rate was 300 gpm for each well. The aquifer drawdown is estimated
to be 8 ft, which appears to be manageable and probably would not cause significant effects
on nearby wells. Figure 15 shows the estimated drawdown in the project area. Because the
scale of the color gradient (drawdown) is the same as for the 1250 and 1500 gpm cases, the
figure does not clearly show the smaller drawdown expected.

The model also estimated the potential effect on Nason Creek flow. A sensitivity analysis of
the potential impacts to Nason Creek was performed by varying the hydraulic conductivity

of the stream bed for various model runs. A model run with a high hydraulic conductance of
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the Nason Creek streambed (very conservative assumption) showed a very small difference
in stream level (0.01 ft) and therefore streamflow from pumping 600 gpm on the site. The
reason for the small effect is likely the layers of silt and clay underlying the streambed
between the creek and the location of the pumping wells which confines the aquifer.
Downstream from the site (and point of discharge of the groundwater), streamflow will

increase by the pumping rate discharged into Nason Creek.

Summary of Groundwater Modeling

The potential effect on nearby wells varies with pumping rate. A pumping rate of 600 gpm at
the Youngsman site will produce an estimated 8 ft drawdown in nearby wells. A pumping
rate of 1500 gpm will produce an estimated 70 ft drawdown. The 600 gpm pumping rate is
likely the maximum rate that can be sustained for the Youngsman site without producing
adverse effects on nearby wells. That rate also produced negligible effects on Nason Creek

upstream from the site.

Additional pump tests will need to be performed to confirm the maximum pumping rate.
The rate may increase or decrease however we would not expect much change in the

maximum rate based upon the results of the first pump test.

RECOMMENDATIONS

The next steps for this groundwater exploration program will be to drill and test another
well on the Youngsman property. The well should be a larger production well capable of at
least 300 gpm. An additional pump test will need to be performed using the existing test well
as a monitoring well. The results of the analysis of impacts to nearby wells and Nason Creek
should be updated with the results of that pump test.

A Water Rights Application to Department of Ecology should also be made to start the

process of obtaining a groundwater right for the facilities.
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Figure 3
Nason Creek Flows at Ecology Gage
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Figure 4
Water Depths in Nason Creek at Boyce Site
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Figure 6

Pump Test Results from Cascade Gardens Site — Well 1
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Figure 7
Observation Well Hydrograph at Cascade Gardens Site
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Figure 8
Youngsman Well Pump Test Results Oct 2-3, 2008
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Stratigraphy from Well Logs




Stratigraphy

I Top Sail

Il Surface Clay

[ Sandy Gravel

Bl Brown Clay

B Brown Silt

ray Silt

Gray Clay

Sandy Silt

Wid Sandy Gravel
B Heaving Sand

1 Lower Sandy Gravel
Bl silt Other

Bl Clay Other

Bl B=d Rock

Bl Sedimentary Rocks

Figure 10
Interpreted Stratigraphy




[ ] 111 e
) N
N\ N)
11-8
-
117
1794
o
Nason Creek Groundwater Model - Boundary Conditions and Legend N
Calibration Target Locations «  Calbalios Tagels /
w E

|:| Active /
S

PM - WPradeep\D_Drive\GrantPUD\nason_creek\AnalysisiGIS\nason_creek_gwv_model mxd

- Constant Head
- Inactive
l:l Stream

1,300 2,600 Feet
] 1 |

Figure 11
Modflow Model Grid




Simulated Head {ft)

Model Calibration

2100 == : : , ;
2100 2110 2120 2130 2140 2150 2160 2170

Observed Head [ft)

Head (ft)

W Observed
a1 Computed

Hydraulic Conductivity for Streambed = 100 ft/d (ail other
parameters same as previous simulation)

Figure 12
Model Calibration



S T

1 e3g

BE

e

Nason Creek Groundwater Model - Simulated Drawdowns in Layer 11 with a Pumping | Legend
Rate of 500 gpm at Three Location

Well Locations (500 gpm - 3 Pumps)
Streambed conductivity set to 0.001 //d. N

Drawdown (ft ; 3
Maximum drawdown simulated by model = 70.45 fi. () “.-eé\, 5 |
At 500 gpm, only 3 pumps could be reliably simulated in the model without drving out the _ 0.00 { 1
pumping location; model simulation with 5 pumps produced dry cells at pumping locations. TR $ 1
| 2045 0 1,000 2,000 Feet
ﬁ : Ll o . 5 i

Figure 13
1500 GPM Pumping Scenario



032 3-1

1 hd#1
FiMasme 12-10
T F
I B =
i@ ;
Q13- A
L -
® |
2 | Q1214 :
227! #f
WA »
| i !

Nason Creek Groundwater Model - Simulated Drawdowns in Laver 11 with a Pumping
Rate of 250 gpm at Five Locations

Streambed conductivity set to 0.001 fr/d.

Maximum drawdown simulated by model = 54.59 ft.

Legend
D Well Locations {250 gp‘l;n - 5 Pumps)

Drawdown (ft) g
W o= £

; 5
W 70.45 0 000 2,000 Feet

Figure 14
1250 GPM Pumping Scenario




Nason Creek Groundwater Model - Simulated Drawdowns in Layer 11 with a Pumping
Rate of 300 gpm at Two Locations

Streambed conductivity set to 100 ftid.
Maximum drawdown simulated by model = 8.37 ft.

Legend
Well Locations (300 gp{in - 2 Pumps)

Drawdown (ft) w
0.00 M Pa

0 1000 2,000 Feet
B 70.45 . ST

Figure 15
600 GPM Pumping Scenario



APPENDIX A
WELL LOGS




NASON CREEK WELL LOGS
BOYCE, YOUNGSMAN, & CASCADE GARDENS
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GravellFilter packed: L] Yes (2 No LJ Size of gravelisand Brown fina - coarse aand, gravel, rocks 34gpm |75 ¥ |87 ;
Materisls placed from, fl.1o B. Brown cemented sand, gravel ar’ 108
Sarfaee Seal: {f]ves [INe Towhmeepw? 23 n Heaving brown fine - med. sand, gravel 108 138 :
Material used in seal Bantoniie Heaving brown fine sand, silt, pes gravel, rocks | 135' 142
Did any strata contain unussble water? OYes ElNo Heaumbmnaiﬂyﬁnesmd 142 169\,
Type of waler? Depthofsrata Heavllﬂguwn siity fine sand, rocks 189 174
Method of sealing strata off Heaving gray / brown sill, fine sand 174 178
NJMI" Manufzcrures’s Nome |

'Tf""'—“
WATER @wmm mMs«l 3
Static level, i bdwmpurwdl Dale etre
- [bs.persquareinch Dats SCREEN info: .50 slot @ 130 1/4 - 136’
Amdnmhwmud ' 4" 0 117
by - 8" packer, 4' 4" riser, 20’ 11" of screens,

5 tail. Total length =.30' 11" _

WII.LTESTS. Drawdown is ameunt water leved is lowered below static level
“’aamwmﬂ?mvu Hlvo Ifyes,bywhom? _

Yidd: b e A drawdoiet afr ." Daveloped w/ air for 3 1/2 hours with jetting tool.
Yield: . gal/min with . R.dawdownafler_ |

Yield: __ gl fmin. with ft dawdownafler_______ | ks.

Recavery data (lime taken as zero when puntp wmed off) fwater level measured from well

tap to waler level)

Time Water Level Time Water Level Time ‘Water Level

Dateoftest _To be lest pumped

Bailer test gl /min, with . drawdown after hs.
Airtest 150+ ____ gal.Amin, with stem st a1 $10 . for 3 hrs.
Antcsian flow gpm Dae 09-25-08

Temperature of water Was a chemical analysis made? ] Yes [7] No

StartDate 091908 Completed Date 092508
WELL CONSTRUCTION CERTIFICATION: | constructed and/or accept responsibility for construction of this well, and its compliance with all

Washington well construction standards. and the information reported above are true to my best knowledge and belief

[ Drifler L3 Engincer £ Traince Name (Print) Drilling Company Tumwater Diilling & Pump Inc. _509-548-5361
OrilleEnginewTreince Signatwe P Addeess 8290 Hwy 21 P.0Box 177

Driller o traines License No, 1249 ’ 1/ City, State, Zip Dryden / Leavenworth, WA 08826

AT Liceased No. ~ Regiraien No. TUMWADP 01112 Dete 09-25-2008
Driller’s Signature

ECY 050-1-20 (Rev 3/05) Ecology is an Equal Opportunity Employer.
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The Department of Ecology does NOT Warranty the Data and/or the Information on this Well Report.

Please print, sign and return to the Department of Ecology
Cascade Gardens Well Log #1 @

Water Well Report Kt W
. OO Original ~ Ecology, 1% copy - owaer, 2% copy ~ driller Notice of Intent No._{) 2/ 0527
ARraivabgl B}
ECOLOGY
Construction/Decommission Unique Ecology Well ID Tag No. ﬂ /-}— 7/;
Construction 25 7ol 3 Water Right Pcrmit No.
[ Decommission ORIGINAL INSTALLATION Notice Peogeity Qivnor N @,'WM,_)L a ,;w.#, Fop
of Intent Number A
Well Street Address / i ¢
PROPFOSED USE:  [] Domestic 1 Industrinl 7] Municipal *
Obewater  [limigaion  [Rgeswen  Clower_rest | City _Mmuua!{_i - County Mf‘ B,CB K.
: _ = W EWM .
TYPE OF WORK: Owner's number of wetl (if mere than one) = Locanonﬂulm ”45“”4 Scc{;' L nﬂR_jé_ wo\;'M D xh
New well [ ] Reconditicned Mechud : T3 Dug O Bored ] Oriven f
Dospencit ClCible [QRoary [ fetted Lat/Long (s, t, ¢ Lat Deg Lat Min/Sec
DIMENSIONS: Diameter of well inches, drijle z_\_ﬁ_n i still REQUIRED ) Long Deg __ Long Min/Sec
Depth of completed well
CORTTRICTON BETARS 7 Tax Parcel Nodat 10 Blogk A ot 17 Butre OtefePoscals rbors
Casing MWeld:'d ( z . Diam. from 1‘ A ft.to ?‘f it
Tiedlteds H Liner installed ____" [iam. from ftdo : CONSTRUCTION OR DECOMMISSION PROCEDURE .
pred Dl frun AL fle | Foswitoa: Dieribebgtcobor, chamsokrs Bteiobmostotif e o nad 1 i sk
5 1 U H e3Cribe by color, charucter, 312 ol LIEriM & A 1 an
Perforstions: L] Yos w . rature of the materiul in each stratum penetrated, with at least one entry for each change of
Type SaesRuipen informatien indicute all water encountered. (USE ADIHTIONAL SHEETS I NECESSARY.)
SIZE of perfs in. by ___in. and no. of perfs from fl.eo ___A. MATERIAL FROM 10
Screens: [BYes q No E\K-Puc Locition ?/ ol b 7 I..I- F+ 8
Mu‘lufnclurer s Namc J hASOWN - Sﬂ_n “l E: N - / 2.
y L G‘J
Type ~ AP ode] No. : TL
Diam.__ /% Slol size from__ L% . to g fi. S A o] / i
Diam, Slot size from, ft. o fi. QA e 4g é /
Gravel/Filter packed: [[] Yes &l No [ Sizeof gravel/sand ' é £ é ;z;
Maiterials placed fram, ft. 10 fi. |
G'agu-( Qrtiep/ &3 =,
Surface Seal: : [l Yes Clno  [To whutfepdn? 18 ! A Scn | G5 77
Material used in seal —&“L‘ i & vaus/ P /20
Did any strata contain unusable watee? OvYes [Exe
Type of water? Depih of struta
Methed of sealing strata off
PUMP: Manufacturer's Name RECEIVED M4
Type: HP, __ - ;) o
WATI-.H LEVELS: Lund-xurface elevation above meun seu level 7 ST
e 1 A T D..:ugc—g,p(; : 2o
Anesian peossuce Ibs. per squarcinch Date IEmﬂthN] Ji‘rf'(ﬂﬂr‘\f t:'rh [l -
Arstesiun water is controfled by W ! “rr
{cap, valve, elc.) LL D_H"- lNF . E 8 ]
WELL TESTS: medﬁn is amount waler level is lowered belowgtatic love) :: g N S
Was a pump test made? BlYes £ No  Ifyss, by whom? w Ty ¥
i " e 14
Yield: ')E'Q il e wim‘,_m&ﬂ.%ww'm“ — .l
Yield: —gal.fmin, with &t. drawlown after. —.l'ln
Yield: galJmin. with, 3t drawdown after. hrs. an_nES —
Recovery data'(time tuken ay sero when pamp turned of)) (water level measured from well I....“ E;I "‘-- it “ \V‘ lt—n “ |
top v waier level) e L r———
Time Water Level Time Water Level Time Water Level =0 i A&g 5 G '
au == s ~_a0D" o %
Dol LG ceut l i
Daig of tcst ‘ 2,:'(2;:2_& " C;. ,-u-\‘.a
Bailer test__~ gal /min. with . drawdown afler hrs. QEPARTMEN ! L"I ._: e el it i ¥
Airtest galdmin. with stem set a1 ft. for hrs. EASTERN RealLiia \\.
Arcyian flow 7 g.p.m. Date R l an
Temperature of water _§ 2% Was a chemical anatysis made? [ Yes [{No : :
seroate -2 -Olo Completed Date /2 =02~Ofp

I constructed andfor accept responsibility for construction of this well, and its compliance with all
the information reported above are to mg best knowlcde and belief.

WELL CONSTRUCTION CERTIFICATIO\'
Washington well construction stan

1Engineer/Traince Name (qu)
67 hgineer/ Traince Signature

Drilling Company
Address __&
Ciry, State, Zip

ler or trainec License No. QP‘ A &j ,’ 993!""1‘
FJ{.'.‘S.”Eﬁf.:..., i /e)cW& f e A ] ?:j: voBluwsts Z65 Kk vu /20706

Driller’s Sign lg HYy 7" Ecology is an Equal Opportunity Employer, ECY 050-1-20 (Rev 2/03)




The Department of Ecology does NOT Warranty the Data and/or the Information on this Well Report. |

Please print, sign and return to the Department of Ecology

Cascade Gardens Well Log #2
Water Well Report el Ww2lo58d  w*

Notice of Intent No.

(¢

wieimitos sy Original - Ecology, 1" copy - owner, 2% copy  driller e -
EEI ;it‘rélllt:mnfﬂecomnﬁssion - Unique Ecology Well ID Tag No. KL F ¥
CIConstruction 257 (eloY Water Right Permit No,
[J Decommission ORIGINAL INSTALLATION Nofice Property Owner Name (Ryasit Qoam(v fud)

Intent Numb
of tiedL Numiber Well Strect Addressmww_ 242l

PROPOSED USE:  [] Domestic Industrial [ Municipal
Cloewater [ Iigation a TetWell Cloter | City County e /M L
Location ¥g)1/4-1/ 1/4 Sec 2 TwnWR/A =™ F e
TYPE OF WORK: Owner's number of well (il more than onc) m WK'M i
O New wett [Tl Reconditioned Method - [ Duy 3 Bored [ Driven .
3 Deepinsd Clcable BYRotary [ Jetied Lat/Long (s, t, 1 Lat Deg Lat Min/Sec
DIMENSIONS: Diameter of well __f, 7 inches, drillcd _L;Efn. still REQUIRED ) | - 1y Lovg Min/Sec
Depth of completed well l :m g B &
CONSTRUCTION DETAILS Tax Parcel Node¥ te G & Glosdans
Casing n Welded 12 " Diam, from :’t 2 o ﬁ m 1 Q'WQ n
st E ﬁ::: 5:3“" ted " {'?:i‘;;’ g:;‘ n m ﬁ CONSTRUCTION OR DECOMMISSION PROCEDURE "‘
- Fonnation; Describe by color, charueter, size of material and structure, and the kind and
Perforations: ] Yes m% nature of the materiul in each strtum penetrated, with at least one entry for each chunge of
Type of perforator used information indicate alt watcr cx ed. (USE ADDITIONAL SHEETS 1F NECESSARY.)
SIZE of perfs in,by ____in. and no. of perfy from____ fi.to f. MATERIAL FROM TO
Secreens: [1¥es E\Na [JK-Pac  Location < {f oH "
Manufacturer’s Name [ a ;'{1'_ G ./ ﬁ 9‘;—
Moadel No. ¥
E{;’;_ Slot size e . to, ﬂ_ S Ihy Crove/ &g o7
Diam.__ Slot size_ from__ f.to n Sand,; Lol base 42 28
Gravel/Filter packed: [J Yes RNO [ Size of gravel/sundd 5:‘5 AP é ‘,j!ﬂulf ?g ?‘g
Matenals ploced from ft. to ft. Af 7o é ?g PEY:
Surface Seal: ; ﬂ";’es Clne  Tgwhatd pth? Z S ft. ) :
Material used in seal _,&zm;lw,ig_____
Did any stratz condain uausable water! OvYes [BNo
Type of water? Depth of sirata we i T§5 S‘;:S— [4
Method of sealing strata off P 07@‘1 = <G
PUMP: Manufacturer's Nume
Type: __~ HP. AR o =
P -
WATER LEVELS: Land-surface elevation above mean sca level R t ic, h 1 v E B'&r [
sutic level 2L, "% . below top of well  Date A0~ 7::2{, S $
Artesian p Ibs. per square inch  Dute “F[\ ld ?n l:“ e
Artesian water is controlled by £ ¥ _-gﬁc‘ 7
eap, valve, etc. £ :L—
LE0 WO R e UEFAR M Ur ECORBBY. T
WELL TESTS: Drawdown is amount water level is lowered below static level WELL DRILLING ]
Was a pump test made? O ves ﬁ_No If yes, by whom? e o U@.‘“ ——
Yicd: galdmin. with R. drawdawn after hrs, 2350 ¥ a
Yield: almin. with £ dravdawn after hs. ; O 1 e
Yield: gal./min, with . drawdown afler, has, o % gk /Q‘-‘
Recovery dala (tinme taken ay rero whea pump turmed off) (water level meusured from well = 0 i A '_':._\:_\ ,; \
top to water level) . A W i i -
Time  Wikwlewd  Thie | Wislewl T Wesled — Lo et Stk 5 Yl - i
= — il
I"\l e =] i /
& e AR il L \%
o] i) 0 7
Date of test Luoie 1O uew . Z
Bailer test gal.fmin. with R. drawdown alter hrs. 1 - = =i ons R e
< - Tt
ainess L2 L gatmin. with stem set a1 __ / [T/ e T DEPAR1 ME:NL UN:._ Aemor
Artesiun flow 2.pam, Date EASTERN HE
Temperature of water _ﬂ Was a chemical analysis mode? [] Yes Jﬂ-Nn:v ; :
start Date /E2~O7~1A » Complated Date /22 = 3§~ O &>

WELL CONSTRUCTION CERTIFICATION: | constructed and/or accept responsibility for construction of this well, and its compliance with all

Washington well construction stangards. Materials usgd and thg information reported above are true to my best knowl dge and ‘behef
él&'[‘!ﬂgine«fruime Name {Print) Drilling Company| _I o /"
@Enginwrﬂ‘minee Signature Address g

Driller ar trainee License No 42

Contractor's
G JM/J? R,,.;zm. Hw;sg 94.& & e /L 0204

Driller's Sigaature Q & A/ "" Ecology is an Equal Opperunity Employer. ECY 050-1-20 (Rev 2/03)




NASON CREEK WELL LOGS
SECTION 2, TOWNSHIP 26 NORTH, RANGE 16 EAST
UNVERIFIED BY PARCEL OR ADDRESS
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NASON CREEK WELL LOGS
SECTION 3, TOWNSHIP 26 NORTH, RANGE 16 EAST
VERIFIED BY PARCEL OR ADDRESS
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NASON CREEK WELL LOGS
SECTION 4, TOWNSHIP 26 NORTH, RANGE 16 EAST
VERIFIED BY PARCEL OR ADDRESS
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NASON CREEK WELL LOGS
SECTION 7, TOWNSHIP 26 NORTH, RANGE 17 EAST
UNVERIFIED BY PARCEL OR ADDRESS
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NASON CREEK WELL LOGS
SECTION 8, TOWNSHIP 26 NORTH, RANGE 17 EAST
VERIFIED BY PARCEL OR ADDRESS
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NASON CREEK WELL LOGS
SECTION 11, TOWNSHIP 26 NORTH, RANGE 16 EAST
VERIFIED BY PARCEL OR ADDRESS
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NASON CREEK WELL LOGS
SECTION 12, TOWNSHIP 26 NORTH, RANGE 16 EAST
VERIFIED BY PARCEL OR ADDRESS
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APPENDIX B
GEOPHYSICAL INVESTIGATION




Final Report

Resuits of the Geophysical Investigation
at Nason Creek
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Anchor Environmental, LLC
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w  Golder Associates Inc.

18300 NE Union Hill Road, Suite 200
Redmond. WA USA 98052-3333
Telephone (425) 883-0777

Fax (425) 882-5498
www.goider.com

F Golder

L7 Associates

August 24, 2007 Qur ref: 073-93255

Anchor Environmental, LLC
PO Box 2517

811 Kirkland Ave., Suite 200
Kirkland, WA 98083-2517

Attention: Mr. Robert Montgomery

RE: RESULTS OF THE GEOPHYSICAL INVESTIGATION TO SUPPORT
HYDROGEOLOGICAL STUDIES OF THE NASON CREEK AREA

Dear Mr. Montgomery:

This letter report summarizes the results of the terrestrial geophysical investigation conducted at two
sites adjacent to Nason Creek (Figure 1). The geophysical survey was conducted to assist in
determining the sites potential suitability for providing groundwater for a proposed fish hatchery.

DESCRIPTION OF THE SITE

The shallow geology consists of terraced deposits along Nason Creek and mass wasting deposits
originating from the valley slopes. These deposits are primarily silty and sandy gravels.

The geophysical program was designed to collect subsurface information at the two sites. Seismic
reflection Line 1 is located at 17230 Hwy 2 and is referred to as the Cascade Gardens Site. Seismic
Reflection Line 2 is located approximately 0.6 miles west and 250 feet south of Hwy 2 at on the
Leslie Boyce Property (Figure 1).

DESCRIPTION OF THE GEOPHYSICAL METHOD

Seismic reflection is the traditional method for mapping the stratigraphy of unconsolidated sediments.
This method uses a controlled energy source (hammer, blank shotgun shells, and chemical
explosives) to inject a seismic signal into the subsurface. The seismic signal is reflected from
interfaces between materials having differing acoustic characteristics such as the interface between
sand and gravel. The reflected seismic signals are received by a series of geophones that are
connected to a seismic cable laid on the ground in a linear manner. The geophones are placed several
inches into the ground and spaced approximately 5 tol5 feet apart along the geophone cable.

The seismic energy source is discharged between each of the geophones and every 10 feet off the
ends of the line for a distance of approximately 50 feet. The geophones convert the reflected acoustic
energy to an electrical signal which is stored on the seismograph for later processing and analysis.
The seismic data is processed to determine the seismic velocity of the earth material through which
the energy has traveled and to model the subsurface geology. The interpreted geophysical model

082407res]_Anchor_Nason Creek Geophys doe
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Anchor Environmental, LLC August 24, 2007
Mr. Robert Montgomery 2 073-93255

depicts the earth in cross-section showing contacts between various stratigraphic units and the
thickness of the units. Interpretation of the lithology is based on the seismic characteristics of the
reflectors and information obtained from boreholes or test pits.

GEOPHYSICAL FIELD PROCEDURE

Seismic reflection lines were collected at two locations adjacent to Nason Creek. These locations are
shown in Figure 1. Line 1 was oriented approximately parallel to Nason Creek at the Cascade
Gardens property. Line 2 was oriented perpendicular to Nason Creek on the Leslie Boyce Property.
Each seismic reflection section was 720 feet long.

Seismic Retlection Procedures ,

Seismic reflection data were acquired with a Geometric Geode seismic system. This system consisted
of three active 24 channel seismographs, linked via an Ethernet cable. Each individual seismograph
controlled 24 geophones spaced 10 feet apart. Shot points were recorded every 10 feet beginning 45
teet off the end of the line and continuing through the line and ending 45 feet past the last geophone.
This resulted in 83 shot points for each profile. Each shot point consisted of multiple impacts with a
16 1b sledgehammer summed together to produce one record.

RESULTS OF THE GEOPHYSICAL INVESTIGATION

Line I: Two wells, (W1, W2) one located on either end of the reflection line, were used to assist in
interpreting the seismic reflection data (Figure 1).

There are several discontinuous, minor reflectors and two relatively continuous, coherent reflectors
observed in the data (Figure 2). On the south end of the line a thin unit of sand and gravel is
interpreted over a relatively thick sand unit that extends along the entire length of the section. On the
south end, the sand is underlain by approximately 50 feet of sand and gravel, which transitions
laterally to silty, sandy gravel on the north half of the line based on the well log of Well 2. Beneath
the silty, sandy gravel the well log reports the presence of “heavy” sand. This unit was not fully
penetrated in Well 2 but it may be as much as 150 feet thick, based on the seismic reflection data.

The nature of the deeper geologic unit is unknown but, based on it acoustic characteristic, it may
consist of unconsolidated sand and gravel.

Line 2: 'The well log from W-11-6, located to the west of the line, and across Nason Creek. was used
to assist in interpreting the seismic reflection data. However, the well is located approximately
30 feet lower in elevation than the seismic reflection line. The top of the well is located in or close to
the active channel of Nason Creek as indicated by the presence of cobbles and boulders.

There are four relatively continuous, coherent reflectors observed in the Line 2 data (Figure 2). The
upper layer is interpreted as silt and clay, based on the acoustic characteristic of the reflection data
and the fact that the line was located in a wetland. The base of this unit is between 120 feet and 135
feet below the ground surface. Below the silt and clay are three intermediate layers, interpreted as
representing interbedded silt, sand and gravel deposits.

The lowest reflector, at a depth of 250 feet to 280 feet below ground surface, is interpreted as the top
of bedrock. However, this interpretation can not be confirmed since the nearest well did not extend to
this depth.

082407rest _Anchor_Nason Creek Geophys doe
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Anchor Environmental, LLC August 24, 2007
Mr. Robert Montgomery 3 073-93255

A fault appears to offset the interpreted reflectors and the top of bedrock on the east end of the line.
This offset corresponds with a major fault that is shown on structural maps of the area. The shallow
nature of this offset suggests that this fault is relatively recent.

RECOMMENDATIONS

Based on the interpretation of the seismic reflection data we suggest that an exploration well be
drilled on Line 2 to assess the water supply potential at the Leslie Boyce property. On this line the
interpreted seismic reflection data suggests the presence of coarse-grained sediments between 150
feet and 250 feet below ground surface. However, the seismic data also suggests a relatively thick
layer of silt, which may atfect infiltration of water to the deeper gravels.

At the Cascade Garden property, deepening of Well 2 is likely to encounter up to 100 feet of
additional unconsolidated material, reported as heavy sand on the well log. We recommend
deepening Well 2 after confirming the supply potential at the Boyce property.

LIMITATIONS OF GEOPHYSICAL METHODS

Golder services will be conducted in a manner consistent with that level of care and skill ordinarily
exercised by other members of the geophysical community currently practicing under similar
conditions subject to the time limits, and financial and physical constraints applicable to the services.
Seismic reflection is remote sensing geophysical methods that may not detect all subsurface features
of concern. Furthermore, subsurface horizons or reflectors identified as the contact between
unconsolidated sedimentary units or the top of bedrock may be found to have been misinterpreted
based on boreholes or other intrusive sampling methods.

CLOSURE

We appreciate the opportunity to work with you with on this project. If you have any further
questions please call either Dick or myself at (425) 883-0777.

Sincerely,

GOLDER ASSOCIATES INC.

PP
//W &)&M,W

Matthew A. Benson

emor Geophysici
ML ut,

Richard E. Sylwester L.G. L.E.G
Associate, Senior Geophysicist

Attachments: Figures 1 and 2

MAB/RES/tp
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APPENDIX C
AQUIFER PUMP TEST RESULTS




‘ City, State/Province Pumping Test Analysis Report

Address Project: White River and Nason Creek Wells

Contact Info

Number: 060391-01

= Company Name

Client: Grant Co. PUD

Location: Chelan Co., Washington I Pumping Test: Youngsman Pump Test Pumping well: Youngsman

Test conducted by: Craig Wells Test date: 10/1/2008

Analysis performed by: Matt Wilson Time vs Drawdown

Date: 10/17/2008

Aqguifer Thickness: 29.00 ft

Discharge rate: 2086 [U.S. galimin]

Time [s]

0 10000 20000 30000 40000 50000
0.00 | ] 1 1 1

10.00

]
=
(=]
(=]

W
o
o
<

Drawdown [ft]

40.00

50.00




City, State/Province

"" Address
' Contact Info

-, Company Name

Pumping Test Analysis Report

Project: White River and Nason Creek Wells

Number; 060391-01

Client: Grant Co. PUD

Location: Chelan Co., Washington

| Pumping Test: Youngsman Pump Test

Pumping well: Youngsman

Teslt conducted by: Craig Wells

Test date: 10/1/2008

Analysis performed by: Mait Wilson

Theis

Date: 10/20/2008

Aquifer Thickness: 29.00 ft

Discharge rate: 206 [U.S. gal/min]

Time [s]
0.01 0.10 1.00 10.00 100.00 1000.00 10000.00  100000.00
0[01 PR TS A W Y L A brnd L P W i P i P I W W 0 5 4 M T
:
0.10

Drawdown [ft]
g

10.00-

100.00 3
@ Youngsman
Calculalion after Theis
Observation well Transmissivily K Storage coefficient Radial distance to PW
[ft¥/d) [fd] ()
Youngsman 1.91 x 10° 6.59 % 10' 1.14 x 10* 0.21




: City, State/Province Pumping Test Analysis Report
'.‘ Address Project: White River and Nason Creek Wells
wras Contact Info

Number: 060391-01

H= Company Name

Client: Grant Co. PUD

Location: Chelan Co., Washington I Pumping Test: Youngsman Pump Test Pumping well: Youngsman

Test conducted by: Craig Wells Test dale: 10/1/2008

Analysis performed by: Mall Wilson Time vs Drawdown ) Date: 10/17/12008

Aquifer Thickness: 29.00 fi Discharge: variable, average rate 102.86 [U.S. galimin]

Time [s]

0 6000 12000 18000 24000 30000
0.00 | | I ik
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. i

40.00
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‘ City, State/Province
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Pumping Test Analysis Report

Project: While River and Nason Creek Wells

Number: 060391-01

Client: Grant Co. PUD

Location: Chelan Co., Washington

I Pumping Test: Youngsman Pump Test

Pumping weli: Youngsman

Test conducted by: Craig Wells

Test date: 10/1/2008

Analysis performed by: Matt Wilson

Recovery

Date: 10/17/2008

Aquifer Thickness: 29.00 ft

Discharge: variable, average rate 102.86 [U.S. gal/min]

Time [s]
0.01 0.10 1.00 10.00 100.00 1000.00 10000.00 100000.00
0'01 T Tt T O O 5 2 3 SR AR SN (08 1 ) g S N W R L AL il U S 1 0 Y i oy 1 2k
0.10
i
E
.g 1.00
J
) :
o q @
10.00-
100.00-
@ Youngsman
Calculation after AGARWAL + Theis
Observation well Transmissivily K Storage coefficient Radial distance to PW
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Youngsman 1.58 x 10° 5.44 x 10° 2.05x 10" 0.21




@ ®
ﬁE{,‘,‘F"v :
g “IVED
f Grant County -y 782010

PUBLIC UTILITY DISTRICT ™,

T T P A T S

Excellence in Service and L’eadership

ot ri‘\ A

May 12, 2010 amﬁ o
ay 12, U \ l 0 %\(}i':i‘ ijrm"j;\/\
Z,(‘ ")E;, : lg g::'}c J‘O"
Melissa M. Downes 4. 0¥ [

Washington Department of Ecology—Central Regional Office
15 West Yakima Ave -- Suite 200
Yakima, WA 98902-3452

RE: Water Right Permit Applications — Nason Creek spring Chinook salmon
hatchery project

Dear Ms. Downes,

Enclosed are Water Right Permit Applications for surface and ground water for a
proposed Nason Creek spring Chinook hatchery project adjacent to Nason Creek in
Chelan County. This project is being proposed by Public Utility District No. 2 of Grant
County (Grant PUD) in accordance with a 2008 Biological Opinion issued by the
.National Marine Fisheries Service, which was incorporated into Grant PUD'’s federal
operating license for the Priest Rapids Hydroelectric Project on the Columbia River. The
Biological Opinion requires Grant PUD to develop and implement an artificial
propagation program for Nason Creek spring Chinook salmon. The objective of the
program is to increase the number of natural origin Nason Creek spring Chinook salmon
that spawn in the natural environment. The water rights requested in these applications
will allow construction and operation of adult holding, rearing, and acclimation vessels
along with egg incubation buildings to help propagate Nason Creek spring Chinook.

Grant PUD is requesting these applications receive priority processing consideration as

they meet the criteria under WAC 173-152-050, Section (2) (A)“The proposed water use

is non-consumptive and if approved would substantially enhance or protect the quality of

the natural environment”’ Grant PUD also requests that in order to provide expedited

review of these applications, they be processed through cost-reimbursement, per RCW

90.03.265. Grant PUD understands that because these applications also qualify for

priority processing, it will only need to reimburse Ecology for the cost of processing

Grant PUDrs applications.  {Unjversc of 1 - dm ™ Vuwe % ooy FOr an pheer &ps - et
P 3 _‘ *\vkew 8.1 1’8“:‘}

As an appendix to this letter, additional information has been included that provides

details on the proposed location of the hatchery facility, anticipated water needs, existing

data (e.g. streamflow and hydrogeologic data), and other information that will be needed

Public Utility District No. 2 of Grant County, Washington
PO.Box878 e Ephrata, Washington 98823 e 509.754.0500 e www.gcpud.org



to successfully process these applications. Some of this information has already been
obtained (e.g. streamflow data), while other evaluations need to be completed and will be
provided to Ecology upon their completion (e.g. finalization of groundwater evaluations).

Please direct questions to Ross Hendrick, at the address below, email at
rhendrl @gcpud.org, or phone at 509-754-5088, ext. 2468.

Thank you for your consideration.

Sincerely

oy P

Tom DresSer
Fish, Wildlife, and Water Quality Manger

cc: Todd Pearsons, GCPUD
Joe Lukas, GCPUD
Ross Hendrick, GCPUD
Julie Pyper, GCPUD
PRCC-Hatchery Subcommittee
Mark Schuppe, WDOE

Public Utility District No. 2 of Grant County, Washington
PO.Box878 e Ephrata, Washington 98823 e  509.754.0500 e www.gcpud.org



GRANT PUD WATER RIGHT APPLICATIONS
-SUPPLEMENTAL INFORMATION-

Proposed Location

The proposed Nason Creek Hatchery Facility sits southwest of Leavenworth at
approximately river mile (RM) nine of Nason Creek (Figures 1 and 2). The facility will
use two parcels located along US Highway 2 approximately 17 miles west of
Leavenworth, WA. The first parcel (Boyce) is approximately 3.75 acres, is listed as tax
parcel 261611140020, and is adjacent to Nason Creek; the second parcel (Youngsman) is
approximately 5 acres, is listed as tax parcel 261612230100, and is adjacent to and east of
the Boyce parcel. Together these two parcels are referred to as the Boyce/Youngsman site
(see Figures 1 and 2 and Attachment C to the applications). The proposed river water
intake is located on the outside bend of Nason Creek. '

Grant PUD Nason Creek water right applications
Supplemental Information
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Drawing 1
Yicinity Map

Figure 1: Vicinity map of proposed location for Nason Creek spring Chinook
hatchery facility.
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Proposed intake
(approximate)

Youngsman site

Figur 2:Aerial photograph of proposed location of surface water diversi'n for the
Nason Creek hatchery facility along right bank of Nason Creek, Chelan County,
WA. Flow direction is from left to right.

Proposed Water Use ; )

The surface water right requested will be for non-consumptive use of up to 11.5 cfs for
fish production. Depending on the time of year, surface water use will be lower (down to
3 cfs). Table 1 presents the anticipated water supply needs for all stages of the hatchery
program. Water will be diverted from Nason Creek just southwest of the US Highway 2
bridge crossing. The water will be circulated through the hatchery facility adult holding,
rearing, and/or acclimation vessels, settling pond, and discharged immediately
downstream (less than 300 ft) of the intake. The groundwater right permit requested will
be for non-consumptive use of up to 800 gpm for fish production. Water will also be
pumped from wells and sprayed on the surface water intake screens as needed to keep
frazil ice from forming during freezing conditions. Both the surface water and
groundwater uses will be non-consumptive and used for the production of up to 250,000
spring Chinook smolts (facility will be designed for an additional 10% capacity). Portions
of Grant PUD's White River spring Chinook salmon supplementation program will also
be produced here (e.g. adult holding and incubation) prior to transfer to separate, off-site
facilities,

Grant PUD Nason Creek water right applications
Supplemental Information
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Table 1: Water Supply Requirements for Nason Creek spring Chinook hatchery
facility.

Source Purpose Amount (cfs) | Amount (gpm) Time Period
Nason Creek Fish Holding, 115 a2 - Nov-May
Rearing, and (approximate)
Acclimation
Nason Creek Fish Holding and 3 1344 June-July
Rearing (approximate)
Nason Creek Fish Holding and 6 2688 Aug-Oct
Rearing ; (approximate)
Groundwater Fish Holding, 1.8 800 Continuous
Egg Incubation,
Rearing, and
Acclimation

Additional information, such as more detailed groundwater evaluation results,
documentation supporting the environmental benefits of the water use, and/or other
information needed to process the application is included as attachments to the
application and/or will be added to this application as it becomes available. Grant PUD
anticipates that these applications will meet the four-part test required by RCW
90.03.290, including:

1. Water is available for use:

a. Surface water:
The surface water intake for the proposed hatchery facility would be upstream and south
of the US Highway 2 bridge crossing and adjacent to the Boyce site (see Figure 3 and
Attachment C to the applications). The Washington State Department of Ecology
(WDOE) operates a flow monitoring station on Nason Creek at RM 0.2
(www.ecy.wa.gov - Station 45J070). This station went into operation in May of 2002.
Since then the instantaneous yearly low water discharge reading was 14.5 cfs in August
of 2005. Table 2 provides summary information based on flow values provided by the
WDOE flow monitoring station for the 2002-2009 time period compared with the
estimated peak facility water requirements. Based on this data, peak surface water use for
this facility is expected to be less than 11% of any mean monthly flow.

Grant PUD Nason Creek water right applications
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Grant PUD property

Propaosed intake location
(approximate)

Nason Creel

Grant PUD property

Proposed intake location
(approximate)

US Highway 2 /

Figure 3: Photograph of proposed site for surface water intake for hatchery facility
adjacent to Nason Creek, looking upstream (A) and downstream (B).

Grant PUD Nason Creck water right applications
Supplemental Information
Page 5 of 9




Table 2: Estimated water quantity requirements and historical river flows from
2002-2009. ;
Oct Jan

Nov Dec Feb Mar
2008 Mean Dail 90 120 266 184 236 < 138
in_ =

Daily 22 35, 58 52 82 98
Mean 270 262 346 209 203

Surface Water Req. (cfs 9 _ 10 : I

SWReq. % of Inst. Min ~~ 29%  26%  17%  24%  13%  12%

Jun Jul Aug Sep
50 |

Apr May
2008 Mean Dall 198 729 1120 457 89 .

428 1048 972

_ SWReq.%oflnst. Min__ 10% 5% 3% 7%  36%  40%

Grant PUD Nason Creek water right applications
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Figure 4: Summary of historical (2002-2009) flows compared to proposed hatchery
surface water flow requirements; data from WDOE flow monitoring station 45J070.

b. Groundwater:
Information on available groundwater will be provided through test well logs, analysis of
aquifer properties, and pump test and groundwater modeling results. This information is
intended to include enough data to conclude that water will be available for continuous
use for up to 1.8 cfs. To date two test wells have been drilled (one on each site) and a
pump test was performed on the second well (on the Youngsman site). The first well (on
the Boyce site) did not produce adequate water baring formations. The second well was
produced 206 gallons per minute (gpm) and based on results of the pump test and
subsequent modeling by Anchor QEA, it is estimated the Youngsman site could produce
a safe water yield of 600 gpm. See Attachment F to the groundwater applications for the
draft groundwater report. A third well is currently scheduled to be drilled in the summer
0f 2010 to verify the results of the second well pump test and subsequent groundwater
modeling results. Although the preliminary estimates indicate a 600 gpm pumping rate,
the groundwater application requests 800 gpm in the event that groundwater estimates
increase based on results of the third test well; if the estimate remains at 600 gpm, Grant
PUD will reduce the amount requested to 600 gpm.

2. Water will be put to beneficial use:

a. Surface water:
The surface water will be put to the beneficial use of producing up to 250,000 spring-
Chinook salmon on an annual basis. This hatchery facility will help meet the
requirements of 2008 Biological Opinion issued by NMFS and will help Grant PUD
mitigate for its unavoidable impacts to upstream salmonid populations. Grant PUD can
provide WDOE with additional detail of its mitigation requirements if requested. Letters

Grant PUD Nason Creek water right applications
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of support from the fishery resource management agencies will also discuss the beneficial
use of the water for supplementing spring Chinook salmon. The preliminary designs that
are attached to the applications provide additional detail on the layout of the proposed
facility.

b. Groundwater:
In support of the surface water supply use explained above, the groundwater will be put
to the beneficial use helping to produce up to 250,000 spring Chinook salmon on an
annual basis. The groundwater will also be put to the beneficial use of keeping the
surface water intake screen free of ice during extreme cold conditions, thus allowing the
surface water to reach the hatchery facility. The preliminary designs that are attached to
the applications provide additional detail on the layout of the proposed facility.

3. Water use will not impair existing rights:

a. Surface water:
The surface water use will be non-consumptive, as it will be returned to Nason Creek less
than 300 ft downstream from the withdrawal point. The preliminary designs that are
attached to the applications show the approximate location of the withdrawal and return
points. The bypass reach will not impair existing aquatic habitat. Letters from fishery
resource management agencies will be provided to WDOE that support that there would
be negligible impacts to aquatic habitat within the bypass reach, and those negligible
impacts would be significantly outweighed by the benefits associated with Grant PUD’s
Nason Creek spring Chinook artificial propagation program and this hatchery facility.

b. Groundwater:
As explained in item 1b above, groundwater evaluations and modeling are nearly
complete, with only one additional test well needed to verify the initial pump test and
aquifer modeling work completed to date. Initial modeling results indicate no negative
impact to existing groundwater wells or Nason Creek streamflows (see Attachment F to
the groundwater application). Grant PUD will provide WDOE with additional
information related to aquifer properties, pumping rates, drawdown, and recovery from
the third test well and updated model to be completed in 2010.

4. Water use will not be detrimental to public interest:

a. Surface water:
The use of surface water will not be detrimental to public interest because it is non-
consumptive and will be returned back to Nason Creek less than 300 ft from the intake
location. Water quality testing will occur above the intake and below the outfall to verify
that water quality standards are being met and that there are no detectable increases in
phosphorus. The proposed hatchery facility that this water use will support will help
Grant PUD meet its mitigation requirements of its Priest Rapids Hydroelectric Project,
which includes specific requirements to develop a Nason Creek spring Chinook artificial
propagation program.

Grant PUD Nason Creck water right applications
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b. Groundwater:
The use of groundwater will not be detrimental to public interest because it is non-
consumptive and will be returned back to Nason Creek less than 300 ft from the intake
location. Results from the groundwater testing and modeling done in 2008 indicate no
negative impacts to adjacent groundwater wells or Nason Creek streamflows based on
proposed pumping rates (see Attachment F to groundwater application). An additional
test well and pump test will be completed in 2010 to verify these results and conclusions.
Water quality testing will occur above the intake and below the outfall to verify that
water quality standards are being met and that there are no detectable increases in
phosphorus. The proposed hatchery facility that this water use will support will help
Grant PUD meet its mitigation requirements of its Priest Rapids Hydroelectric Project,
which includes specific requirements to develop a Nason Creek spring Chinook artificial
propagation program.

Additional information to be provided
The following information is included in the application or will be added to the file at a

later date:

1. Preliminary facility design layout. Prepared by Jacobs Engineering, Inc (Attachment C
of applications).

2. Nason Creek Groundwater Report. Prepared by Anchor QEA. Includes results of the
groundwater modeling effort and geophysical investigation (by Golder Associates)
(Attachment F of groundwater application).

3. Well log and pump test results from an additional test well. To be performed in
summer of 2010.

4. Letters of support from fishery management agencies and tribes.

5. Copies of all environmental permit applications and SEPA/NEPA documentation for
the construction and operation of the hatchery facility.
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